Installing ESX 4 RC In Text Mode

REQUIREMENTS: The Console OS runs as a VM inside of a VMFS file system. A disk of sufficient size will be required for
this. My first attempt, using an 8GB disk failed. My second attempt, using a 10GB disk was successful.

ESX 4.0

Virtual Infrastructure for the Enterprise

Boot to the ESX DVD or DVD image.

F2 Other Options

Loading ESX..

F2 Other Options

UMware ESX 4.8.8 build-148815
UMware, Inc. UMware UVirtual Platform

Intel(R) Core(TH)2 Duo CPU T7508 @ 2.28GHz
2 GB Memory

Initializing ACPI ... St r a n g e I y f a- ml I I a r S p I

ESK 4.8
Copyright 2868-2683 UMware Inc.,
= ummix ...
[21:21:46.688465] > wmklinux ...
[21:21:46.7536191 = tpm ...
= recovery-rode ...
= us
47.1588681 = microcode ...
(2 1682171 = local-storage ...
[21:21:47.2382181 = local-storage ...

Unf amil i ar status scr ¢
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Installing ESX 4 RC In Text Mode

[ESX 4.8 —- Virtual Infrastructure for the Enterprise-—
elcome to the ESX Text Installer
elease 4.8

his wizard wWwill guide you through the installation of ESX.

EsX installs on Most systems, but only systens on UMuare’s Hardware
ompatibility Guide (HCG) are supported. Please comsult UMuare's HCG om
MUare. CoM.

1) Continue
?) Help
1) Exit

[ESX 4.8 —- Virtual Infrastructure for the Enterprise-—
elcome to the ESX Text Installer
elease 4.8

his wizard wWwill guide you through the installation of ESX.

EsX installs on Most systems, but only systens on UMuare’s Hardware
ompatibility Guide (HCG) are supported. Please comsult UMuare's HCG om
MUare. CoM.

1) Continue
?) Help
1) Exit

b 2

elcode (Help)

he ESX Text Installer uses these input comventions in Many places:
* For help, enter '7'.
* To go to the previous step (or substep), enter '
* To cancel (exit) installation and reboot, enter

Back

ompatibility Guide (HCG) are supported. Please consult UMware's HCG on
MWare. coM.

1) Continue

hich keyboard model is attached to this computer?
urrent choice: U.S. English

Keep
[
Back
Help
Exit

User License Agreement— —
To continue with the installation, please read and accept the
end user 1icense agreement.

MUARE MASTER END USER LICENSE AGREEMENT

OTICE: BY DOWNLOADING AND INSTALLING, COPYING OR OTHERHISE USING THE
[SOFTUARE, YOU AGREE TO BE BOUND BY THE TERMS OF THIS UMUARE MASTER END USER
JLICENSE AGREEMENT ("EULA"). IF YOU DO NOT AGREE TO THE TERMS OF THIS EULA,

0U MAY NOT DOWNLOAD, INSTALL, COPY OR USE THE SOFTHARE, AND YOU MAY RETURN

HE UNUSED SOFTWARE TO THE VENDOR FROM WHICH YOU ACQUIRED IT WITHIN THIRTY
(38) DAYS AND REQUEST A REFUND OF THE LICENSE FEE, IF ANY, ALREADY PAID
PON SHOWING PROOF OF PAYMENT. "YOU" MEANS THE NATURAL PERSON OR THE
[ENTITY THAT IS AGREEING TO BE BOUND BY THIS EULA, THEIR EMPLOYEES AND THIRD
ARTY CONTRACTORS THAT PROVIDE SERVICES TO YOU. YOU SHALL BE LIABLE FOR
ANY FAILURE BY SUCH EMPLOYEES AND THIRD PARTY CONTRACTORS TO COMPLY WITH
HE TERMS OF THIS AGREEMENT.

DEFINITIONS

1.1 "Designated Administrative Access™ means that access to the
jstandard user interfaces of a given instance of the Software (designated in
[’accept’: accept licemse, <enter>: more, '<': back, '?": help, : exit]
> accept_

HE UNUSED SOFTHARE TO THE VENDOR FROM WHICH YOU ACQUIRED IT WITHIN THIRTY
(38) DAYS AND REQUEST A REFUND OF THE LICENSE FEE, IF ANY, ALREADY PAID
PON SHOWING PROOF OF PAYMENT. "YOU" MEANS THE NATURAL PERSON OR THE
[ENTITY THAT IS AGREEING TO BE BOUND BY THIS EULA, THEIR EMPLOYEES AND THIRD
ARTY CONTRACTORS THAT PROVIDE SERVICES TO YOU. YOU SHALL BE LIABLE FOR
ANY FAILURE BY SUCH EMPLOYEES AND THIRD PARTY CONTRACTORS TO COMPLY WITH
HE TERMS OF THIS AGREEMENT.

DEFINITIONS

: accept licemse, <emter>: more,

ustom Drivers—— —
hoose whether to install any custoM drivers for this ESX installation.

David Converylnstalling ESX 4 RC in Text Mode

Welcome to text mode!

The text mode installer uses simple lists of choices.
Usually, 1 is for continue or to answer yes. Some
items will have more than one choice.

Use ?for simple help messages.
Use <to go back to the previous item.

Type 1 and <ENTER®o continue.

Type acceptand <ENTER®o accept the EULA and
continue.

If you have a custom drivers CD, type 2 and
<ENTERXhe installation DVD will be ejected and
you will be prompted to insert the drivers CD.
Otherwise, type 1 and <ENTER>
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Installing ESX 4 RC In Text Mode

ustom Drivers—— —
hoose whether to install any custoM drivers for this ESX installation.

Do you want to install any custom drivers?

sing o Loaa Brivers Type 1 and <ENTER®o load the system drivers.

he installer will now load any drivers required for ESX. Once this
Istep is completed, add onal custom drivers cannot be loaded.

Load system drivers now?

Complete - Loading 41.uvHxnet_console
Complete - Loading 42.dus—config

Complete - Loading 45.restore-networking

Complete - Loading 46.restore-usuifs

Complete - Loading 47.dvfilters

Complete - Loading 62.unfs

Complete - Loading 64.nfs

Complete - Loading 72.ipHi

Complete - Loading 73.uvHci

Complete - Loading 75.record-replay

Complete - Loading 77.uvHotion

Complete - Loading 88. i I f

; you really don’'t w¢
Complete — Loading 85. . .
Bovlete  Loading meivere s ™" licensek ey using the GUI,

Complete

Enter a serial number now
Enter a serial number later and use evaluation mode
Back
Help

<) Back
7) Help

0S8 Network Adapter---—

Burvont shaioh: o L te e for sysion fosks. Assuming the NICs are listed in order is a bad thing

PRO-1888 MT Single Port Adapter

7> feomnested] in ESX 3.x and it is probably bad in ESX 4. Know

: Abstract PRO-10BB MT Single Port Adapter dd I h

29:91:25:47) [connected]

T et o Port ndaptor your MAC addresses or only connect the
:el) [connected]
L PRO/1008 MT 5inglo Port fdapter management network NIC and leave all others
t PRO-18B@ MT Single Port Adapter .

:91:25:15) [comnected] dBCOﬂneCted.

Abstract PRO-18BA MT Single Port Adapter

29:91:25:ff) [connected]

Abstract PRO-18BA MT Single Port Adapter

29:91:25:89) [connected]

adapter choice, '<': back,

; Abstract PRO/1888 MT Single Adapter
29:91:25:47) [connected]
fbstract PRO/18B8 MT Single fdapter
29:91:25:e1) [connected]
fbstract PRO/18B8 MT Single fdapter
191:25:6b) [connected]
i PRO/16B8 MT Single Adapter
:15) [connected]
i PRO/16BB MT Single Adapter
1) [comected]
fbstract PRO/18B8 MT Single fdapter
29:91:25:89) [connected] If you need to use a VLAN for the Management

: adapter choice, '<': back,
03 Motwork Adagtor— Network Port Group, you can type 1 and <ENTER>

(Choose option 2 (No) if you are not sure.)
Current choice: HNo ID: None

:29:91:25:eb) [connected ]
Abstract PRO-1888 MT Single Port Adapter
20:91:25:{5) [connected]

Abstract PRO-1888 MT Single Port Adapter
20:91:25:ff) [connected]

Abstract PRO-1888 MT Single Port Adapter
20:91:25:89) [connected]

adapter choice, '<’: back,

0S8 Network Adapter

(Choose option 2 (No) if you are not sure.)

Current choice: No  ID: None Enter the VLAN ID

Network Adapter—-—
[enter the ULAN ID. (am integer in the range of 8-4895)

helpl
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i Abstract

Abstract

29:91:25:

Abstract

29:91:25:

PRO/18BB MT Single

:d7) [connected]

PRO/18BB MT Single

iel) [connected]

PRO/18BB MT Single

ieb) [connected]

PRO/18BB MT Single

:f5) [connected]

PRO/18BB MT Single
ff) [connectedl
PRO/18BB MT Single
89) [connected]

adapter choice, '<': back,

(Choose option 2 (No) if you are not sure.)

Current choice:

No ID: Mone

No

Network Adapter—-—
[select an adapter for ESX to use for system tasks.
(Choose optiom 2 (Change) to change either the current adapter choice

or the ULAN ID.)

urrent choice:

elB8@8: Abstract PRO/18BBB MT Single Port Adapter

(AB:8c:29:91:25:47) [connected]

ULAN ID: Mowne

1) Keep
2) Change
<) Back
?) Help
1) Exit

Adapter
Adapter
Adapter
Adapter
Adapter

Adapter

Installing ESX 4 RC In Text Mode

(Choose option 2 (Change) to change either the current adapter choice

or the ULAN ID.)

urrent choice:
el8B8

Abstract PRO-1888 MT Single Port Adapter

29:91:25:d47) [connected]

(a8 :
ULAN ID: None

Keep
[
Back
Help
Exit

Network Settings-—

hoose how network settings should be configured (DHCP or Stat

urrent choice: DHCP
1) Keep automatic DHCP settings

2) Change to static IP network settings

<) Back
7) Help

> 2_

ULAN 1D: None

1) Keep
2) Change
<) Back
7) Help
) Exit

> 1

05 Network Settings-

hoose how network settings should be configured (DHCP or Stat

urrent choice: DHCP

Keep automatic

Change to static IP network settings

Back
Help

DHCP settings

Network Configuratio

urrent choice: None

urrent choice: None

05 Network Configurat

urrent choice: 192.168.141.11

Keep
[
Back
Help

Network Configurat

[Subnet Mask

urrent choice: 255.255.255.8

1) Keep
2) Change
<) Back
?) Help

David Converylnstalling ESX 4 RC in Text Mode

ic IP).

ic IP).

If you do not need a VLAN ID, type 2 and <ENTER>

Confirm your selections.

To set up a static IP, type 2and <ENTER>

Enter the IP address.

Confirm or change the subnet mask.
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Installing ESX 4 RC In Text Mode

urrent choice: 192.168.141.11
Keep
Change
Back
Help

Network Configuratio
subnet Mask
urrent choice: 255.255.255.8
1) Keep
Change
Back
Help

Network Configuratio
ateway
urrent choice: 192.168.141.254
1) Keep
2) Change
<) Back

Help

0S Network Configuratio
ateway
urrent choice: 192.168.141.254
1) Keep
2) Change
<) Back

Help

Network Configuratio

Y
urrent choice: 192.168.141.254

0S Network Configuratio
ateway

urrent choice: 192.168.141.1
1) Keep

2) Change

<) Back

?) Help

<) Back
7) Help

05 Network Configuratio
Enter the Gateway
urrent choice: 192.168.141.254

: helpl

ateway
urrent choice: 182.168.141.1
1) Keep

[

Back

Help

Network Configurat

urrent choice: None

> 182.168. 141. 1
05 Network Configuratio
ateway
urrent choice: 182.168.141.1
1) Keep

[
Back
Help

Netuwork Configuratio
urrent choice: Nome
helpl

05 Network Configurat
rivary DNS

urrent choice: 1892.168.141.1
1) Keep

2) Change

<) Back

7) Help

b 1

<) Back
7) Help

urrent choice: None

05 Network Configuratio
rivary DNS
urrent choice: 1892.168.141.1

1) Keep

2) Change

<) Back
Help

Network Configuratio

urrent choice: Nome

David Converylnstalling ESX 4 RC in Text Mode

Confirm or change the gateway address.

Confirm the settings.

Enter the first DNS address.

Confirm the settings.

Enter the secondary DNS.
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<) Back
?) Help

> 1

0S5 Network Configurat
[Enter the Secondary DNS
urrent choice: Nome

['<': back, '?': helpl
>

0S Network Configuratio
[secondary DNS

urrent choice: Mone

1) Keep

2) Change

<) Back

?) Help

> 1

0S5 Network Configuratio
[Enter the Hostname
urrent choice: Nome

[°<': back, '?': helpl
> esx4-BB1. fqdn. com_

0S Network Configuratio
[secondary DNS
urrent choice: Mone
1) Keep
2) Change
<) Back
Help

Network Configuratio

urrent choice: Nome

0S Network Configuratio

ostnare

urrent choice: esx4-881.fgdn.com
1) Keep

2) Change

<) Back

?) Help

> 1,

> esx4-BB1. fqdn. com
05 Network Configurat
ostnare
urrent choice: esx4-881.fqdn.com
1) Keep

[

Back

Help

Network Configurat

urrent choices:
192.168.141. 11
255,255, 255. 8
192.168.141. 1
192.168.141. 1
(Not assigned)
esx4-881. fqdn. con

1) Keep
2) Change
<) Back
7) Help

05 Network Configuratio

urrent choices:
192.168.141. 11
255,255, 255. 8
192.168.141. 1
192.168.141. 1
(Not assigned)
esx4-881. fqdn. con

2) Change
<) Back
7) Help

b 1
isk Setup—-
kspecify the type of setup for this installa
1) Basic Setup
Set up ESX on a single hard drive or LUN.
2) Advanced Setup
Uiew and customize the individual ESX partitions
Back

rimary DNS:  182.168.141.1
kSecondary DNS:  (Not assigned)
ostnare : esx4-881. fqdn. con

1) Keep
2) Change
<) Back
7) Help

1) Basic Setup

Set up ESX on a single hard drive or LUN.
2) Advanced Setup

View and customize the individual ESX partitioms.
<) Back

b 2
esx Storage Device——-

1) UMuare, UMuare U... (Hpx.uHhbaB:C8:Ta

2) UMware, UMware U... (Mpx.umhbal:C8:T1

3) UMware, UMware U... (Mpx.umhbal:CB:T2:L@)
[<nunber>: storage, '<': back, '?': help, ' exitl
b1

Installing ESX 4 RC In Text Mode

18.24 GB
8.19 GB
28.48 GB

David Converylnstalling ESX 4 RC in Text Mode

Enter the hostname. Use all lowercase and use the

Fully-Qualified Domain Name.

Confirm the settings.

Confirm the network settings.

Choose default partition settings or type 2 and

<ENTER®o change them.

Choose the disk you wish to partition. Insert all of

the obvious

6 of 16
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Installing ESX 4 RC In Text Mode

[esx storage Device
[DATA LOSS WARNING:

he contents of the selected storage device will be erased before
installing ESX. All existing data will be lost. If you want to save this
ontent, please cancel out and choose another option

1) OR
<) Back

> 1

batastore- Type 1 and <ENTERto create a new datastore.

specify a datastore for ESX to use

A datastore is a vMfs partition that ESX uses to store virtuwal machines.
(Additional datastores cam be created after ESX is installed by using
Sphere Client.)

1) Create new datastore
2) Use existing datastore
<) Back
?) Help

specify a datastore for ESX to use

A datastore is a vMfs partition that ESX uses to store virtuwal machines.
(Additional datastores cam be created after ESX is installed by using
Sphere Client.)

1) Create new datastore
2) Use existing datastore

< o Create on the same device. If not, only /boot and
vmkcore will be set up on the boot device.

reate new datastor
reate on saMme device as ESX?

1) Yes
2) No

<) Back
?) Help

2) Use existing datastore
<) Back
7) Help

reate on same device as ESX?

1) Yes
2) No
<) Back

2) Holp Change the default datastore name.

oluve mame: Storagel

Keep
[
Back
Help
Exit

reate new datastore:
reate on same device as ESX?

1) Yes
2) No

<) Back
7) Help

oluve mame: Storagel

Koep Enter the new datastore name.

[
Back
Help

[Enter name of new datastore:

[°<*: back, '?': helpl
> esx4-BB1_local _storage_

1) Yes
2) No

<) Back
7) Help

oluve mame: Storagel

Keep

Chango If you previously used a drivers CD, insert the ESX
DVD to continue.

Help

[Enter nave of new datastore:

['<: back, '?": helpl
> esx4-881_local_storage

Insert the ESX Installation media.
ress <enter> when ready
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Installing ESX 4 RC In Text Mode

ress <enter> when ready.
Insert the ESX Installation media
press <enter> when ready.
Insert the ESX Installation media
press <enter> when ready
Insert the ESX Installation media
press <enter> when ready.
Jservice Console Virtual Disk Inage—
he service comsole contains the partitions below. You can edit them and
Iso create new partitions.
volume: esx4-B81_local_storage
type  size Hountpoint
swap 688 MB (no Hount point)
ext3  2.88 GB svar/log
ext3  5.88 GB ’

o you want to change the partition layout?

Keep
Change
Back
Help
Exit

volume: esx4-B81_local_storage
type  size Hountpoint

swap 688 MB (no Hount point)
ext3  2.88 GB svar/log

ext3  5.88 GB ’

o you want to change the partition layout?

Keep
Change
Back
Help
Exit

jservice Console Virtual Disk Inage—
ype of partition change:
1) Create a new partition
2) Edit am existing partition
3) Delete an existing partition
4) Reset (discard modifications)
<) Back
?) Help

ype of partition change

1) Create a new partition

2) Edit an existing partit

3) Delete an existing partition
Reset (discard modifications)

(no mount point)
svar/log
ext3

Back
Help

3) Delete an existing partition
4) Reset (discard modifications)
<) Back
7) Help

(no mount point)
svar/log
ext3

Back
Help

[Service Console Virtual Disk Image—
hoose a partition to edit:
1) swap 688 MB (no mount point)
ext3 svar/log
ext3 4

Back
Help

ISelect the file system type:
2) swap

<) Back
?) Help

b1
[service Console Virtual Disk Inage (Partition Setup)-— -
Enter the new mount point.

(For example: ~, ‘home, /twp, susr, svar. Nade Must start with
> 7

David Converylnstalling ESX 4 RC in Text Mode

You cannot change the /boot or vmkcore

partitions unless you use a scripted installation.

First, we will edit an existing partition.

We are going to edit the / partition.

Careful ..your

f or mat ct

You also have to specify the mount point. Use with

care.

8 of 16
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<) Back
?) Help

Ivage (Partition Setup)-—

Specify the size in GB or MB.

Ivage (Partition Setup)-— -

(For example: ~, ‘home, /twp, susr, svar. Nade Must start with

Image-
(Max: 1.28 GB)

Ivage (Partition Setup)-— -

(For example: ~, ‘home, /twp, susr, svar. Nade Must start with

Accept the properties.

ount point: /
File systen type: ext3
ize: 4688 MB

Keep
Change
Back
Help
Exit

Keep
[
Back
Help
Exit

kService Comsole Uirtual Disk Image—
he service comsole contains the partitions below. You cam edit them and
Iso create new partitions.

AR M e Type 2 and <ENTER®o change the partition

suap 508 MB (no mount point)

ext3  2.86 GB  svar/log

ext3  4.88 GB < |ay0ut.
o you want to change the partition lapout?

Keep
[
Back
Help
Exit

volume: esxd4-881_local_storage
type  size Hountpoint

swap 608 MB (no mount point)
ext3  2.88 GB svar/log

ext3  4.88 GB 2

Do you want to change the partition layout?

Keep
[
Back
Help

Bxit Now, we will create a new partition.

Iservice Comsole Uirtual Disk Image——
ype of partition change
1) Create a new partition
2) Edit an existing partit
3) Delete an existing partition
4) Reset (discard modifications)
<) Back
7) Help

> 1

2) Change
<) Back
7) Help
) Exit

b 2
Iservice Comsole Uirtual Disk Image——
ype of partition change
1) Create a new partition

2) Edit an existing partit
3) Delete an existing partition
Reset (discard modifications)

Back Select the file system type.

Help
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ype of partition change:

1) Create a new partition

2) Edit am existing partition

3) Delete an existing partition
Reset (discard modifications)
Back
Help

Enter the new mount point.
(For example: ~, ‘hoMe, /tdp, susr, Cvar

Delete an existing partition
Reset (discard modifications)
Back
Help

Ivage (Partition Setup)-

Ivage (Partition Setup)-

, 7homMe, /tmp, susr, /var. MName mMust start with

Image-
(Max: 2.28 GB)

Image (Partition Setup)-—— —

(For example: #, shome, /tmp, susr, svar. Mame must start with

Imag
(Max: 2.28 GB)

Image-—-

1888 MB

Keep
[
Back
Help
Exit

2) Change
<) Back
7) Help
) Exit

> 1
[Service Console Virtual Disk Image—

he service console contains the parti ms below. You can ed them and

Iso create new partitions.
volume: esxd4-881_local_storage
type  size Hountpoint
swap 608 MB (no mount point)
ext3  2.88 GB svar/log
ext3  4.88 GB 2
ext3  1.88 GB strp

Do you want to change the partition layout?

Keep
[
Back
Help
Exit

Hountpoint
(no mount point)
svar/log

v
stmp

Keep
[
Back
Help
Exit

jservice Console Virtual Disk Image———
ype of partition change:
1) Create a new partition
2) Edit am existing partition
3) Delete an existing partition
4) Reset (discard modifications)
<) Back
?) Help

David Converylnstalling ESX 4 RC in Text Mode

Type the mount point.

Type the size in GB or MB.

Review and accept the changes.

We will make another change to the partition

layout.

Next, we will try to delete a partition from the

layout.
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2) Help
1) Exit

> 2
Iservice Console UVirtual Disk Inage————

ype of partition change:

1) Create a new partition

2) Edit am existing partition

3) Delete an existing partition

4) Reset (discard modifications)

<) Back

Kelp Select the partition to delete. In this case, we are
deleting the swap.

hoose a partition to delete:
swap 688 MB (no Hount point)
ext3  2.88 GB svar/log
ext3  4.88 GB .
ext3 1.88 GB Zthp

Back
Help

4) Reset (discard modifications)
<) Back
?) Help

hoose a partition to delete:
swap 688 MB (no Hount point)
ext3  2.88 GB svar/log
ext3  4.88 GB .
ext3 1.88 GB Zthp

Back Confirm the delete.

Help

2) Change
<) Back
7) Help
) Exit

> 1
[Service Console Virtual Disk Image—— -
he service console contains the parti ms below. You can edit them and

Tzo create new part it lons, Since | deleted the swap, | recreated it with a

volume: esxd4-BB1_local_storage

o5 Sl foadiey 1600MB size. This will accommodate a COS with

ext3 4.88 GB ’

Sep 106 0D  nelwount point) up to 8O0MB RAM, which is the maximum RAM in
D0 you want to change the partition layout? the RC VerSion.

Keep
[
Back
Help
Exit

volume: esxd4-881_local_storage
type  size Hountpoint

ext3  2.88 GB svar/log

ext3  4.88 .

ext3  1.88 strp

swap  1.68 (no mount point)

Keep
[

Back Next, we can define any kernel parameters to pass
elp
during boot.

Exit
ot loader Options—-
Do you want to specify kermel arguments for the GRUB bootloader?

1) Yes
2) No

<) Back
7) Help

Help
Exit

ot Toaior Opt ions—— If we select yes, we can freely type the text

Do you want to specify kermel arguments for the GRUB bootloader?

1) ves required.
2) No

<) Back

2) Help

> 1
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Jspecify any kernel arguments for the GRUB bootloader
rernel Arguments:

ot loader Options———
oo you want to provide a bootloader password for your system?

1) Yes
2) No

<) Back
?) Help

>

Jspecify any kernel arguments for the GRUB bootloader
rernel Arguments:

otloader Options—
oo you want to provide a bootloader password for your system?

1) Yes
2) No

<) Back
?) Help

b1

oot 1oader Options

Jset the bootloader password (or enter
assuord :

onfirt password:

go back).

kerne!l Arguments:

ot loader Options—-
o you want to provide a bootloader password for your system?

1) Yes
2) No

<) Back
7) Help

b 1

Boot loader Options

Iset the bootloader password (or enter to go back)
assword :
onfirm password:

Boot loader Options- -

here do you want to install ? (Select 1 (Master Boot Record)

if you are unsure.)

1) Master Boot Record

2) First partition of the disk
<) Back

7) Help

Iset the bootloader password (or enter
assword :
onfirm password:
Boot loader Options- —
here do you want to install
if you are unsure.

to go back).

1) Master Boot Record

2) First partition of the disk
<) Back

7) Help

hich timezone should this computer use?

urrent choice:
1) Keep

2) Change

<) Back

7) Help

UTC-88:88 US/Pacific (San Francisco,

PacificsPago_Pago (Pago Pago, Samoa)
Pacific/Apia
Pacific/Midway
Pacific/Niue
Pacific/Samoa
Us~Samoa
AmericasAdak (Adak, USA)
Pacific/Honolulu (Homolulw, USA)
PacificsTahiti (Papeete, Fremch Polymesia)
Pacific/Fakaofo
Pacific/Johnston
Pacific/Rarotonga
US/Hawaii
America/Atka
Us/Aleutian
Pacific/Marquesas
AMericasAnchorage (Anchorage, Alaska)
Pacific/Gambier
AMericasJuneau
AMerica/Nome

: keyboard choice, <ewter>: more, "<’

: back, '?7: help,

David Converylnstalling ESX 4 RC in Text Mode

(Select 1 (Master Boot Record)

Installing ESX 4 RC In Text Mode

Next, we specify the boot loader password. This is
a security requirement to prevent unauthorized
changes to the boot loader.

Enter and confirm the password.

Unless you have a multi boot or special disk setup,
select the Master Boot Record for the location of
the GRUB installation.

Next, we will set the time zone.

A list will be presented. Use <ENTER®to advance
to the next page. Repeat until you find your time
zone setting.
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: keyboard choice, <enter>:

Mexico/General

Canada/Eastern (Waterloo, Canada)
Canada’Eastern (Dttawa, Canada)
AmMerica/Nenw_York (New York, USA)

US/Eastern (Atlanta
US/Eastern (MiamMi,

usAy
usA)

AMerica/Havana (Havana, Cuba)
AmMerica/Port-au-Prince (Port-au-Prince, Haiti)
AMericasJamMaica (Kingston, JaMaica)

AMericasPanara (Panama, Panama)
AMerica/Guapaquil (Ouito, Ecuador)

AmericasBogota (Bogota, Colombia)

AMericasLiMa (LimMa,

AMerica/Atikokan
AMerica/CayHan

AmericasCoral_Harbour

America/Eirunepe

AmericasPorto_Acre
AMerica/Rio_Branco

188. UTC-B5:88 AMericasDetroit

[<number>: keyhoard choice, <emter>:

> 84_

Peru)

more, '<': back, help, 't': exitl

America/Port-au-Prince (Port-au-Prince, Haiti)
AmericasJamaica (Ringston, Jamaica)
AMericasPanara (Panama, Panama)
AMerica/Guapaquil (Ouito, Ecuador)
AmericasBogota (Bogota, Colombia)

AMericasLiMa (LimMa,

AMerica/Atikokan
AMerica/CayHan

AmericasCoral_Harbour

America/Eirunepe

AmericasPorto_Acre
8 America/Rio_Branco

. UTG- a
188. UTC-B5:88 AMericasDetroit

[<number>: keyhoard choice, <emter>:

Peru)

Confirm the setting.

Hore, <': . 1T oexitl

hich tiMezone should this computer use?

urrent choice: UTC-B85:88 AMericasNew_York (New York,

1) Keep
2) Change
<) Back
?) Help

UTC-B5:88 AmMerica/Porto_Acre
. UTC-85:88 America-Rio_Branco
18@. UTC-B85:88 AmericasDetroit
[ <number>: keyboard choice, <emter>: more,
> 84

iMezone-

hich timezone should this computer use?

urrent choice: UTC-B85:88 AmericasNew_York (New York., USA)

1) Keep
2) Change
<) Back
7) Help

> 1
imesDate Settings——
imesDate

ow do you want to configure the timve and date for ESX?

fAutomatically by NTP server
Hanually

Back

Help

ine/Date Settings (Update)——
ot an NTP error (Socket error

<) Back

inesDate Settings (Update)
ot an NTP error (Socket error

<) Back

imesDate Settings
imesDate (Automatic)

: helpl

Attempting to contact server.
ine/Date Settings (Update)

‘Name or service not known'))

‘Name or service not known'))

ot an NTP error (Timveout: Destination is unreachable)

<) Back

> <
ine/Date Settings
ine/Date (Automatic)
kSpecify the NTP server

[°<': back, "7': helpl
> <

iMesDate Settings
iMe/Date

and time.

oW do you Want to configure the tiMe and date for ESX?

Automatically by NTP server
Manually

Back

Help

David Converylnstalling ESX 4 RC in Text Mode 13 of 16

Next, we will set up time settings.

In our case, we are using US/Eastern — NYC (84).

If you wish to use NTP, you must use an IP address
because name resolution is not set up.

Alternatively, you can manually set up the date
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iMe/Date Settings——-
ime/Date

Installing ESX 4 RC In Text Mode

oW do you Want to configure the tiMe and date for ESX?

1)
2)
<)
?)

Manually
Back
Help

2
iMe/Date Settings——-
ime/Date (Manual)

he current time is:
oo you want to change it?

1)
2)
<)
?)
)

Keep
Change
Back
Help
Exit

iMe/Date (Manual)

he current time is:
oo you want to change it?

Keep
Change
Back
Help
Exit

iMe/Date Settings——-
ime/Date (Manual)

Automatically by NTP server

Select “Change”.

2AA9-A4-27 18:108:88.178319

2AA9-A4-27 18:108:88.178319

Enter the proper date and time.

[specify the local system date and time as:

YYYY-MM-DD HH:MM:SS
he

HH:MM:SS are hour (B-23),
After you press <enter>
update the date and time.

['<': back, '7 helpl
> 2889-A4-27 18:18:38,

imesDate Settings——-
imesDate (Manual)

re:

YYYY-MM-DD are year, mMonth,
Minute,
the installer will imMediately attempt to

and day
and second

Ispecify the local system date and time as:

YYYY-MM-DD HH:MM:SS
here :
YYYY-MM-DD are year, month
HH:MM:SS are hour (B-23),
pfter you press <emter>
update the date and tire.

ine/Date Settings-

he system clock has been updated

[?6p9-p4-27 18:18:38.829138

1) Okay
<) Back

here :
YYYY-MM-DD are year, month
HH:MM:SS are hour (B-23),

pfter you press <emter>

update the date and tire.

ine/Date Settings-

he system clock has been updated

[?6p9-p4-27 18:18:38.829138

1) Okay
<) Back

> 1
fidministrator Password

minute,
the installer will immediately attempt to

minute,
the installer will immediately attempt to

and day
and second

Confirm the date and time.

The current time i

and day
and second

The current time i

Now, we will set and confirm the root password.

[Set the administrator (root) password for ESX

(or enter '<’ to go back).

assWords mMust be at least B characters long.

assuord :
onfirn password: _

assword :
onfirm password:

License
Keyboard :
Custon Drivers:
ESX Storage Device:
Nare :
Boot Loader Locat
Datastore:
Nare :
Type:
Storage Device:

Service Console Partitions:

Networking for Service Comsole:

Netuwork Adapter:
ULAN ID:

i start the install, <ewter>:

David Converylnstalling ESX 4 RC in Text Mode

Evaluation mode
U.S. English
(none)

mpx.vehbaB:CA:TA: LB
Master Boot Record

esx4-BB1_local_storage

Finally, we will review the settings. Use <ENTER>
to go to the next page.

New

Mpx. vihbaB:CB:TA: LA
wHkcore 118 MB
wnfs3 9.88 GB
swap 1.68 GB
ext3 4.88 GB
ext3 258 MB
ext3 1.88 GB
ext3 2.88 GB

(no Hount point)
4

/boot
ZtHp
svar/log

uHnicl
(none)
forward, "<’

: back, cancel,
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umfs3
swap . (no Hount point)
ext3 . ;
ext3 /boot
ext3 . stup
ext3 svar/log
Netuworking for Service Console:
Netuwork Adapter: uHnicl
ULAN ID: (none)
[1: start the install, <emter>: forward, '<': back, cancel, helpl
>

— Once all of the settings are confirmed, type 1 and

Netuwork Settings Set manually

Subnet Hak: 755,705 788 0 <ENER>to begin the installation.

Gateway: 192.168.141.1
PrimMary DNS: 192.168.141.1
Secondary DNS: (none)

Hostname ! esx4-881. fqdn. coM
TiMe zone: AmMerica/Nenw_York
NTP Server (none)

Media Loca CD-ROM

1: start the install, <ewter>: forward, H : cancel,
>

install, <ewter>: T B ': cancel, helpl

install, <ewter> orWard, H cancel, ? helpl

- Clearing Partitions

8% Complete — Clearing Partitiom Mpx.umhbaB:CB:TB:LB (/umfs/devices/disks/mpx
HhbaB:CB:TB:LB)

7% Complete — Clearing Partitions

T Partitioning Phyaical Hard Drives The disk will be partitioned and formatted and

— Partitioning Mpx.unhbaB:CB:TB:LB (suMfs/devices/disks/Mpx.vHhbaB)
TA:LA)

Corplets — Formatting <dewsdct then the packages will be installed.

Complete - Formatting <unfs/devices/disks/Hpx.uHhbaB:CO:TA:LB:S

Complete - Partitioning Hpx.urhbaB:C8:TB:LB (suMfs/devices/disks/mpx.uHhba@
TB:18)

Complete - Partitioning Physical Hard Drives

Complete - Partitioning Uirtual Hard Drives

Complete - Partitioning esxconsole

Complete - Formatting Virtual Devices

Complete - Formatting sdevssddl

Complete - Formatting sdevssdd2

Complete -~ Firewall Settings

Complete - Configuring Authemtication

Complete - Setting License

Complete - Configuring User Accounts

Complete - Boot Setup

Complete - Copying the GRUB images

Complete - Hriting the GRUB config files

Complete - Making the initial ramdisk

Complete - Hriting GRUB to the Master Boot Record
Complete - Boot Setup

B lote T et iv yaboty Soriet Once the install completes, type 1 and <ENTER®

Complete - Boot Setup
Complete - Checking if the initial ramdisk has to be rebuilt
Complete - Boot Setup reboot.
Complete - Checking esx.conf consistency
Complete
Install Complete—— -
o mamage this server after rebooting, use any browser to open
he UR
http: 192,168, 141,11

1) Reboot and start ESX.
> 1

GNU GRUB wersion 8.97 (638K lower - 2895848K upper memvory)

UMuare ESX ]

Troubleshoot ing Hode

will start.

Use the t and | keys to select which entry is highlighted
Press enter to boot the selected 0S or 'p° to enter a
password to unlock the next set of features

The highlighted entry will be booted automatically in 1 seconds.

root (hd@, 8)

Filesysten type is ext2fs, partition type Bx83

upperrver 307208

ernel sumlinuz ro root=UUID=eb739987-9777-428b-abad-BB56998107(8 men=308M quie

[Linux-bzImMage, setup=Bx1e@B, size=Bx16calcl

initrd ~initrd. im
[Linux-initrd @ Bx119d5888, Bx121a549 hytes]

The system will initialize.

rernel alive
Jkernel direct mapping tables up to 18ABBBAAE @ 880A-d688

David Converylnstalling ESX 4 RC in Text Mode 15 of 16

The system will reboot and the GRUB bootloader
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UMware ESX 4.8.8 build-148815

UMware, Inc. UMware Virtual Platform

Intel(R) Core(TM)2 Duo CPU T7588 @ 2.28GHZ
2 GB MeMory

Initializing AGPI ... The hyperViSOI‘ will load.

E:;y:izm 2888-2089 UMuare Inc., And the COﬂSOIe (O WI” start.

* uMmix ...

* umklinux ...

* tpM ...

* recovery—vode ...
* usb ...

* microcode ...

% local-storage ...
* umfs ...

# advanced-config ...

UMnare ESX 4.8.8 build-148815
UMnare, Inc. UMware UVirtual Platform

Intel(R) Core(TM)2 Duo CPU T7588 @ 2.28GH=z

o : And the initial installation is completed. Now, you
Pownload taols to ranage this host fror: can apply a host profile to customize the network,
http:~-192.168.141. 11~ . .
security and storage settings.

To open the ESX comsole, press Alt-F1.
To return to this screen, press Alt-Fii.
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